CCRR

UHF RFID Label

CCRR H47 48X47 WET INLAY

e 213" -54 mm N
| € 1.89" - 48 mm . .
- 7y Description:
- . Designed with 360° reading
5 E technology, which offers readability
@ Si . iy .
= in an adverse positioning of label.
5 @ Specialy design for supply chain
~
nN management of boxes and pallets.
N h 4 . .
i . Market Applications:
Boxes and pallets
Asset Management
Supply chain, inventory and logistics
/ Key Benefits:
7 L ) Goods on cargo Stock visibility
hondares 5 Inventory accuracy
s D Quickness of handling
i
Structure
Name CCRR H47 48x47 WET INLAY Antenna U
E Chlp crylic adhesive for wet inla
SKU AN744N100 Au/:ervl dh for wet inlay
. Die-Cut Antenna
Size
48x47 mm* 44x44 mm s 4z
Web 54.00 mm* - 213" Angular Sensitivity
Pitch 51.86 mm* - 2.042"
Gap 3.86 mm* - 015"
Op. Frequency 860-960 MHz 300 "
Standards RAIN RFID | ISO 18000-63 and EPC Global Gen2v2 !
Integrated Circuit  Impinj Monza 4QT i J “
TID User ERE
Memory 96 bits . . 240 120
(48 uriques) 512 bits 128 bits
Front Material Aluminium with PET material -
: Liner with lamination permanent acrylic adhesive
Back Material ADC200F Read ra nge
forsstze 162 mm- — Air e Cardboard e PV C Plasstic Wood
Reel Diameter 203.2mm- 8" 8 | T
Qty per reel 5,000 good units (yield > 99%) = !
=6
Void mark Circle mark in the chip position = @ g:’,,s
ESD 2,000V HBM (Human Body Model) T,
Net Weight 2.5 kg - 5.51 lbs (Standard roll) -
Storage 23°C£3°C / 50% RH = 5% 2 860 ) 870 880 890 900 910 920 930 940 950 960

Op. Temperature

-40°C to 85°C

Frequency (MHz)

All graphs are gerenated in laboratory. Real-life performance may vary. Reader power: 29 dBm.
Antenna sensitivity: -70 dBm.
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