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RFGate Mil920 Handheld
RFID Reader

Android 4G Wi-Fi Bluetooth RFID 1D Barcode2D Barcode NFC Camera GPS PSAM Fingerprint

RFGATE Mil920 is an upgraded all-in-one high-performance UHF RFID Reader. It has Integrated a self-developed Mil920
Impinj E710/R2000 based UHF module which offers industry-leading UHF performance.Mil920 adopts an integrated design,
provides more stable UHF performance, and delivers higher durability. The superior system configuration of the mobile
computer features the Android 11 / 13 platform, octa-core processor, optional mass internal memory and a large capacity
removable battery. Mil920 also supports 2D scanning, NFC, fingerprint recognition and other functions, which enables it to
be widely used in scenarios like banking, public security, warehousing, retail, logistics and other industries.
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Performance

Communication

User Environment

Physical Characteristics

Developing Environment

Accessories
USB Cable, Adapter, Charg ng Cradle for dev ce (opt onal), 
Charg�ng Cradle for P stol Battery (opt onal), etc.

* Please check deta ls  �n accessor�es gu�de

Data Collection
Camera
Front camera

Rear camera

UHF
Protocol

Frequency

Engine

Andro�d 11/13

Software Development K�t

Java Ecl pse / Andro�d

Stud�o

Octa-core, 2.3GHz 3GB + 32GB / 4GB +64GB

(Opt�onal)

Supports up to 256GB M�cro SD (TF) card

±15KV a r d scharge, ±8KV conduct ve d scharge

802.11 a / b / g / n / ac, 2.4G / 5G dual-band

2G: GSM (B2 / B3 / B5 / B8)

3G: WCDMA (B1 / B2 / B4 / B5 / B8)
CDMA2000 ECDO: BC0

4G: B1 / B2 / B3 / B4 / B5 / B7 / B8 / B12 / B17 / B20 / B28A /
B28B / B38 / B39 / B40 / B41

5.0

Support

GPS / AGPS, GLONASS, Be Dou, Gal leo

-20 °C to 50 °C / 4 °F to 122 °F 

-40 °C to 70 °C / -40 °F to 158 °F 

5%RH to 95%RH (non condens�ng)

Mult�ple 1.5m / 4.9ft. drops to the concrete across the 
operat�ng temperature range

1000 x 0.5m / 1.64 ft. falls at room temperature

177.0 x 80.2 x 14.8mm / 6.97 x 3.15 x 0.58 n

626g / 22.08oz. (dev ce w th battery)

5- nch (F ngerpr nt), 1280 x 720 / 6- nch, 2160 x 1080

Mult -touch panel, gloves and wet hands supported;

6700mAh / 13400mAh removable p stol battery

Bu lt  n 100mAh backup battery, support ng battery hot swap

2 slots for PSAM card (opt onal); 1 slot for Nano SIM card, 1 slot for
Nano SIM or TF card
USB 2.0 Type-C, OTG, Type-C headphones supported

1 m crophone; 1 speakers; 1 rece ver

Sound, LED  nd cator, v brator

Grav ty sensor, prox m ty sensor, l ght sensor, geomagnet c sensor
(opt onal), gyroscope (opt onal)

5MP

13.56MHz

ISO14443A / B, ISO15693, 

NFC-IP1, NFC-IP2 etc. M1 card (S50, S70), CPU card, NFC tags etc.

2-4cm

EPCglobal Gen 2 (ISO18000-6C) 

865-868MHz / 920-925MHz / 902-928MHz

M�l920-710 module based on Imp nj E710

R2000

1W (30dBm, +5dBm to +30dBm adjustable) 2W
Opt onal (33dBm, for Lat n Amer ca, etc.)

C�rcular polar zat on; 5dB  / 4dB  (NFC supported)

30m (Imp nj MR6 tag, s ze 70 x 15mm)
32m (Imp nj M750 tag, s ze 70 x 15mm)
33m (Al en H3 Ant -Metal tag, s ze 130 x 42mm)

1300+ tags / sec (C rcular Polar zed)

Output power

Antenna

Max Read Range

Fastest Read Rate
* Ranges and rates depend on tags and env ronment

 Zebra: SE4710 

UPC / EAN, Code128, Code39, Code93, Code11, Interleaved 2 of 5,
D screte 2 of 5, Ch nese 2 of 5, Codabar, MSI, RSS etc.
PDF417, M croPDF417, Compos te, RSS, TLC-39, Datamatr x,
QR code, M cro QR code, Aztec, Max Code; Postal Codes: US
PostNet, US Planet, UK Postal, Austral an Postal, Japan Postal,
Dutch Postal (KIX) etc.

NFC (Optional)
Frequency

Protocol

Chips

Range

Fingerprint (Optional)

Barcode Scanning (Optional)

WLAN

WWAN

Battery

Sealing

ESD

Tumble

Keypad

Sensor

Bluetooth

Vo-LTE

GNSS

Card slot

Interfaces

Audio

SDK

Language

Tool

Dimensions

Weight

Display

Touch Panel

CPU RAM+ROM

Expansion

Operating System

Operating Temp.

Storage Temp.

Humidity

2D Scanner

1D Symbologies

2D Symbologies

Sensor

Sensing Area (mm)

Resolution (dpi)

Format Extraction

Fake Finger Detection

Security

TLK1NC02

14.0 X 22.0

508dp , 256 greylevel

FIPS 201, FBI

ISO19794, WSQ, ANSI 378, JPEG2000

Support by SDK

AES, DES key encrypt on of the host commun cat on channel

M�l920-2000 module based on Imp nj Indy


