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Identify with innovation the complete line of Omni-ID RFID products.

Omni-ID® Dura Range - Heavy Duty

Product Name Curv Max SQ-D Max HD Ultra
Maintenance for deployed field equipment. Container tracking for yard management. Cargo and container tracking.
. . e ’ ) Heavy Industry RTland asset tracking including ; ’ ’ ’ )
Typ|ca| App||cat|ons Chemical drum tracking. CenmEiE vieTeivE ane) dhamies ieEiEs Cargo tracking. Heavy equipment tracking and maintenance.
Beverage keg tracking. Defense asset management. Location identification in lay down zones.
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é Material Compatibility Optimized for Metal substrates Optimized for Metal substrates Optimized for Metal substrates Metal and non-metallic substrates
ICType Alien Higgs 3 Alien Higgs 3 Alien Higgs 3 Alien Higgs 3
Encasement Durable Thermoplastic Material Polypropylene ABS or Polycarbonate ABS or Polycarbonate

E Size (mm) 485x380x95 525x450x14.0 140 x 66 x 14.0 210x110x21.0

c

g Weight (g) 12 245 820 292

c wv

oS . .

‘;' g Operating Temperature -40 to +85 °C -40to +85°C Pjycarb?nat% Polycarbonatoec.

€ | MaxExposure Temp (°C) +105°C +105 °C 010 +100 <D
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% g_ Ingress Protection P68 P68 P68 P63
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% Shock and Vibration MIL STD 810-F MIL STD 810-F MIL STD 810-F MIL STD 810-F
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o Attachment Industrial Foam Tape Manual (std) Manual (standard) Manual (standard)
Standard foam adhesive (option) Standard foam adhesive (option)
Premium foam adhesive (option) Premium foam adhesive (option)

Order Codes 025 - US, EU, JPN 035-GS 008 -GS 009 -GS

+ Order Option Codes are listed on the datasheets.
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