
T60GT Vehicle Tag 

Applications: 

FLEET TRACKING

CAR PARKING

T60GT
Temperproof RFID Label

97 x 24 mm / 3.819 " x 0.247 "

T60GT Vehicle Tag 



Mech anic al S pecif ic ati on
 

E lect rica l S pec i�c atio n

S ubstrate

  

PET

 

 

 

Devi ce ty pe

  

Cl ass 1 Gene ration 2  pass ive

 
 

UHF RF ID transpon der

 

W eight

  

1g / pc

  

 
 

Air interface protocol

  

E PC Gl obal C lass1 G en2

 
 

ISO 180 00-6C

 

Delivery format

  

5000 pcs o n reel

  
  

Ope rational frequency

  

Gl obal 86 0-960MHz

 

P itch on reel

  

25.797

 

mm / 1.02”

  

  

IC typ e

 
 

Monza  4QT （In a ddition to the

 
 

spe cial re quirements）

 

Ree l core inner diameter

  

76 mm / 3 ”

 
 
  

Memory con� guration

  

E PC 128

 

bits; U nique TID 48 bits;

 
 

User  Memory 512

 

bits

 

T ag d imensi ons

       

 
 

Read  range ( 2W  E RP )

  

Up to 5

 

m / 16.404 

 

ft

 

E nvironmen tal Resis tan ce
 

 

Opera ting temperature

 

  

Ambient temperature
 

S torage co ndition
 

E xpected  lifetime
    

  

 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 
 
 
 
 
 

  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

Tamper Proof, UV Protection

2 yea rs in normal operating co nditions

-20°C 80°C / -4°F 176°F 

-20°C 80°C / -4°F 176°F 

2 year at +20°C / 50  RH 

        

97 x 24 mm / 3.819 " x 0.247 "

T60GT Vehicle Tag 


